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Products----Calcium Silicate Board
Features

     100% asbestos-free

      Moisture proof 

      Fire resistant

   Low thermal conductivity

   High strength and good stability 

      Inorganic material, anti fungus and antiseptic.

      Widely used in partition and suspension system

Specification

Edges

Taper Beveled Square

Standard Size(mm) 1200*2400/1220*2440

Max Width(mm) 1220

Max Length(mm) 3050

Thickness(mm) 4.5~20

Remark Different dimensions can be made as required.

Physical Property



Items Units Measured data

Density Kg/m3 1250±10

Tolerance In
Dimension

Length mm ±4

Width mm ±4

Thickness
≤9

mm
±0.2

9~15 ±0.3

Water Content % ≤10

Water Absorption % ≤0.1

Thermal Contractive % ≤2

Thermal Conductivity W/m﹒k ≤0.2

Heat-resistant Grade / Incombustible class A (GB8624-1997)

Asbestos Including / 100% asbestos free

Bending Strength

Cross Mpa >10

Parallel Mpa >8

Radionuclide 
limit

Internal IRa <1.0

External Ir <1.0

Package & Transportation

Transportation and Storage
Transportation:
1.Two works are needed to lift the board together. They must separate their hand as much as 
possible and raise the length edges of the board in vertical so as to prevent the board from being 
bent too much. 
2.The edges and corners must be well protected.
3.Once the thickness of the board is less than 8mm, please carry two boars together.




